WPH Woltman meters |-~ B&R METERS

GmbH, F. R, Germany

WPH100

WPH Woltman removable meters are suitable for measuring the water in relatively
stable flowrate, such as mine factories, main supply line of water. They conform to
IS04064 class B.

Characteristics
Removable measuring inserts are divided into four categories: DN40-65,
DN80- 200,DN250,easy for maintenance.
Low pressure loss,high flow capacity,suitable for measuring supply line of water.

Axial helix Woltmann meter, self cleaning type with interchangeable

mechanism, sealed register dial and mechanical drive, The axis of the

helix is parallel to the axis of pipe.

Size:DN80 to DN250, flanged design, PN 10 or 16.0n request it

supplied pre-equipped for retorfitting a pulse emitter. Hydraulic performance
In accordance with standard CEN TC 144/5C1 WG7.

Can be equipped with unremovable outer cover.

WPH50

Working conditions
Water temperature: cold meter <50°C hot meter < 90°C (DN40-200)
Water pressure: <1.0 MPa/1.6 MPa

installation modes
WPH40 ' Straight pipe is required
Need to add a strainer
Parallel/vertical installation
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Nominal diameter DN |mm 40 50 65 80 | 100 | 125 | 150 | 200 | 250
Nominal flow rate ap I 15 15 25 40 60 100 | 150 250 | 400
Maximum flow rate(short-term) | gs | m%h 60 90 120 150 200 | 300 | 380 650 | 1200
Maximum flow rate(durable) gs h| 3D 30 50 80 120 | 200 | 300 500 | 800
Transitional flow rate gt | mdh 12 20 30 50 80
Minimum flow rate(cold/warm) | gmin | m%/h | 0.45/0.6 10.45/0.6| 0.75/1.0 1.2/1.6 | 1.8/2.4 | 3/4.0 | 4.5/6.0| 7.5/10 | 12
Pressure loss mpa 0.03 0.03

Maximum dial indication m3 999,999/9,999,999 9,999,999/99,999,999
Minimum dial indication m? 0.0005/0.002 0.005/0.02
Pulse , m3/p 0.1/ 1 110

10 100 |
flowrater in % from qp lowrater(m?/h

Nominal diameter | mm 40 50 65 80 100 | 125 | 150 | 200 | 250

Length mm 200 200 200 225/200 | 250 250 300 350 450

Height , mm | 206 @ 210 | 218 280 200 | 310 | 320 | 364 | 475

Flange connected mm 150 165 189 200 220 | 250 285 340 405

Screws Hole diameter PC.-mm 4-$19 | 4-$19 | 4-019 | 4/8-$19 |8¢19 819 |8¢23 | 812-923| 12-928

Bolt circle mm 110 125 145 160 180 210 240 295 355

Weight 0.8 10.6 11.6 16.3/155 | 178 | 216 | 315 46 94 |

= reed 2 position 1m°/p A
Namur opto sensor positio Namur opto sensor position ' g Y

reed 1 position 0.1m*p reed 1 position 1m*/p

TEL: 86-591-83357530

E-MAIL: meizhouliu@hotmail.com
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