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Company  profile
公司简介

山西新光华铸管有限公司位于文水县东庄工业园区，占地 1000 余亩，员工 1300 人。是

集冶炼、发电、铸造于一体的大型铸管制造企业 , 是全国排名第三。

公司目前拥有 DN80-2600 T 型、K 型全规格离心球墨铸铁管生产线，年产离心求铸铁管

45 万吨的。各项生产技术指标均达到同行业领先水平。整体通过 ISO9001：2008 质量管理体系、

ISO14001：2004 环境管理体系认证，OHSA 职业健康安全管理认证，IS0/2531 和 EN545 产

品质量认证及法国船级社 BV 国际认证。全系列 20 多个品种的球墨铸管是“全国驰名商标”、“山

西省名牌产品”，销售网络覆盖国内 20 多个省、市自治区及香港、台湾地区；国际市场销往越南、

韩国、新加坡、马来西亚、巴西、文莱等 20 多个国家。

公司被国家工商总局授予全国“守合同重信用企业”；全总授予“全国模范职工之家”、

荣获“中国铸造行业排头兵”、“中国铸造协会 AAA 级信用企业”；被山西省和地方各级党委、

政府及相关部门先后授予“山西省工业转型百强潜力企业”、“山西省模范单位”、山西省无“双

超”信用企业、山西省 “五星级工会” 等多项荣誉。

十三五”期间，我们按照转型跨越发展的要求，抓住国家实施重点产业调整和振兴规划的

战略机遇，以离心球墨铸铁管发展建设为支撑，全面提升企业综合竞争力和市场占有率，推进生

产规模化、产品差异化、市场国际化、队伍专业化、管理信息化，以良好的经济效益和社会效益

实现公司的健康、稳定、跨越发展。

竭诚欢迎海内外朋友走进新光华、携手并进、同创共享、共谋发展。
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Company  qualification
公司资质

Shanxi New Guanghua Casting Pipe Co., Ltd. located at Dongzhuang Industrial 

Park,Wenshui County,Shanxi Province,China,over 1300 staffs. A leading producer of 

Ductile Iron Pipes with smelting,power generation and casting.Guanghua Pipes has 

ranked in the top three large scale Ductile Iron Pipe manufacturer in the China.

Now the company has three production lines of DN 80mm - DN 1200mm water 

cold metal method with 6 meter length,and one production line of DN 1200mm - DN 

2600mm Hot mold coating (resin sand) centrifugal casting with 8 meter length,annual 

production capacity is 450,000 tons.

 Our company had been awarded the "National Trustworthy Enterprise" Entitled 

"China Foundry Pioneer Enterprise","AAA Credit Enterprise of China Foundry 

Association,And GUANGHUA is the China Famous Brand,Shanxi Province Famous 

trademark,and Shanxi Province Noted Brand.

 Over 30% of our pipes export to more than 30 countries,like Ethiopia, Tunisia, 

South Africa,Jordan,Saudi Arabia,Sri Lanka, Bangladesh,Singapore,Brunei,Vietnam,Mo

ngolia,Panama,El Salvador,Costa Rica etc.

 We are not only a pipe supplier,but a team of engineers and technicians committed 

to provide solutions from the start to the successful completion of the project Modernizati

on,Globalization,Professional Guanghua welcome you.

 Guanghua Pipes,Your reliable partner.

ISO14001:2004 GB/T 28001 ISO9001:2008 SGS 认证

03光华铸管
GUANGHUA  CASTING
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Garden Like factory
花园工厂

新光华铸管公司坚持绿色生产，踢场循环经济，坚持生产与环保并行、管理与治理并重，
推进清洁生产，强化节能减排，营造现代化企业，园林化工厂，保持了企业健康、和谐、科学发展。

新光华铸管公司汇聚了众多国内铸造科技领域的一流人才和研发队伍，具有先进完善的检
验设备和科学的检测手段。坚持高标准，注重精细化，确保产品质量；诚信拓展市场，优质挣效，
品牌立业。

拥有DN80-2600全规格生产线，
年生产铸管 45 万吨。

Own DN80-2600 production 
l ines,and production capacity is 
450000 tons.

We, New Guanghua Pipes always adhere to Continual improvement, Beautifying the 

environment, Promoting the sustainable development of the enterprise by the progress in science 

and technology, Upholding the principle of prevention first and integrating prevention with control, 

Implementing pollution control in the whole course of production, Full utilization of resources 

and reduction of energy consumption to promote the synchronized development of economy 

with environment, Training and education on environmental protection to further 

Striving to build a world-class Ductile Iron Pipe production base.

生产线 Production line
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新光华铸管公司汇聚了众多国内铸造科技领域的一流人才和研发队

伍，具有先进完善的检验设备和科学的检测手段。坚持高标准，注重精

细化，确保产品质量；诚信拓展市场，优质增效，品牌立业。

New Guanghua Pipes gathering a First-class talent and R & D 

team, using the perfect testing equipments and scientific inspect method. 

Adhere to high standard, focus on fine to ensure the quality of products; 

development the markets with honesty, extend the influence of brand.

Quality inspection
质量检验

精湛的检验试验
Exquisite testing
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Product  data
产品数据

内防腐
  与外防腐

质量
  与标准

Internal 
&

 external protection

Quality 
& 

Standard

内防腐
Internal lining

高炉水泥
Blast furnace 

cement

波特兰水泥
Portland cement

抗硫酸盐水泥
Sulphate resisting 

cement

高铝水泥
High Alumina 

Cement 

外防腐
External coating

锌
130 / 200g/m2 

Zinc

锌铝合金
400g/m2 Zn+Al 

85-15 Alloy

沥 青
Bitumen

环氧树脂
Blue/ Red Epoxy

标准
Standard

国家标准
Chinese Standard

欧洲标准
European Standard

 EN

国际标准
ISO

standard

球墨铸铁管
管件附件

Ductile Cast Iron Pipes 
& pipe Accessories 

GB/T 13295 EN545 ISO2531

Tyton 密封圈
Sealing ring

GB/T 13295 EN681-1 ISO4633

污水管的标准
Ductile Iron Pipes for 
sewerage application

GB/T 26081 EN598 ISO7186

外喷锌涂料
Zinc spraying coating

GB/T 17456 EN545 ISO8179-1

水泥内衬
Cement mortar lining

GB/T 17457 ISO4179

质量保证体系
quality assurance 

system
ISO9001
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优良的
  机械性能

地震
     破坏率

Remarkable 
mechanical 
properties

Earthquake 
damage rate

标准
Standard

公称直径
Nominal 

Dia.

抗拉强度
Tensile 
strength

屈服强度
Yield 

Strength

延伸率
Percentage 
elongation

硬度
Hardness

水压检验
Hydrostatic 

test
（K9）

DN N/mm² N/mm² % HB Mpa

GB/T13295
ISO2531/

EN545

≤ 300
350-600

≥ 420
≥ 420

≥ 300
≥ 300

≥ 10
≥ 10

≤ 230
≤ 230

5
4

700-1000
1100-2000

≥ 420
≥ 420

≥ 300
≥ 300

≥ 10
≥   7

≤ 230
≤ 230

3.2
2.5

2200-2600 ≥ 420 ≥ 300 ≥   7 ≤ 230 1.8

管材
Pipeline

地震中管线破损率 %
Pipeline damage rate (%) 

in Earthquake

离心球墨铸铁管
Centrifugal casting Ductile 

Iron Pipe
0.04

灰口铁铸管
Grey cast Iron Pipe

0.17

其它材质管
Pipeline with other materials

0.17-1.24
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Trench excavation
管沟开挖

管沟开挖及地基处理应符合设

计要求，如无设计要求，可参照《GB 

50268-2008：给水排水管道工程施

工及验收规范》执行，以下条款摘自

GB 50268-2008，如有误差，请以

GB 50268-2008 为准。
（1）管沟的开挖断面应符合设计要求，沟底的原状

地基土不得扰动，机械开挖时沟底预留 200~300mm 土

层由人工开挖至设计高程，整平；

（2）管沟底部不得受水浸泡或受冻，沟底局部扰动

或被水浸泡时，宜采用砂砾石或石灰土回填；

（3）沟底土层为杂填土或腐蚀性土时，应全部挖除

并按照设计要求进行地基处理；

（4）在每个接口处都要给管子的承口留出承口坑，

以保证管道平直及满足安装操作需要；承口坑应根据待安

装管道排好管后的实际承口的所在位置进行开挖；

（5）对有地下水影响的，应按照设计要求制定施工

降排水方案。

(1) The excavated section of the trench shall meet 

the design requirements; the original subsoil at the trench 

bottom cannot be disturbed. For mechanical excavation, 

200 ~ 300mm soil layer shall be reserved at the trench 

bottom which will be excavated manually to the designed 

elevation and then leveled off;

(2) The trench bottom shall not be subject to water 

immersion or freezing, otherwise, it is necessary to use 

sand gravel or limestone soil to backfill;

(3) When the soil layer at the trench bottom is 

miscellaneous fill or corrosive soil, they shall be excavated 

completely and then the foundation shall be treated 

according to the design requirements;

(4) Joint holes shall be reserved at each joint for the 

socket of the pipe, so as to ensure straightness of the pipe 

and meet the requirement of installation;

(5) For those influenced on the groundwater, the 

dewatering and drainage program for construction shall 

be developed according to the design requirements.

The trench of pipe and should 

be complied with the requirements of 

design, if none of design, it can refer to 

Code for construction and acceptance 

of water and sewerage pipeline works 

GB 50268. 

1
One 管沟开挖应符合下列要求：

Trench excavation shall comply 
                         with the following requirements:
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注：
（1）这些尺寸指的是一条管道的沟

渠净宽度；

（2）此表数据为参考数据，考虑土

质和施工条件，请以设计施工图为准；

（3） 如果要使用支撑木块、挡板、

撑杆和辅助工具，那么，还需要加宽沟渠，

以便于上述这些材料的放置；

Note：
(1) The‘W’in above table 

refers to the clear width of a pipeline 

trench.

(2) The data in this table for 

reference, consider the properties 

of soil and Construction condition, it 

subject to the construction drawing.

(3) If wood supports, baffles, 

braces and auxiliary means are used, 

the trench shall be widened to facilitate 

the placement of them.

管沟应按设计要求进行开挖。若设计无要求时，管沟底部的开挖净宽度 W 可参考。

（a）地质不佳管道沟渠   
 Figure 1 Pipe trench in poor soil

（管沟示意图）
(Figure of Pipe trench )

（b）土质良好管道沟渠
Figure 2 Pipe trench in good soil

单位：mm

The trench shall be excavated in accordance with the design requirements. If no design 

requirements are available,, and the width‘W’of the trench bottom can refer.

2
Two 管沟尺寸：

Trench width：

Reference Width of Pipe Trench
推荐沟渠宽度

公称直径
DN

最小沟渠宽度
 W

公称直径
DN

最小沟渠宽度
W

DN80 680 DN700 1500

DN100 700 DN800 1600

DN150 750 DN900 1700

DN200 800 DN1000 1800

DN250 850 DN1100 2100

DN300 900 DN1200 2200

DN350 950 DN1400 2400

DN400 1000 DN1500 2500

DN450 1050 DN1600 3000

DN500 1100 DN1800 3200

DN600 1400 DN2000 3400
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The installation of Push 
            on T-type joint Ductile Iron pipes

T 型接口球铁管安装

（1）将密封胶圈装入承口密封槽：

  对于较小规格（≤ DN800）的胶圈，将其弯成如下图所示形状后再放入承口密封槽内；

  对于较大规格（＞ DN800）的胶圈，将其弯成如下图所示形状后再放入承口密封槽内；

  胶圈装入承口后，应施加径向力使其完全装入承口密封槽内。

（1）Put the gasket into the groove of the socket ：

  For the gasket with smaller size ( ≤ DN800), it shall be bent into the shape as shown in 

Figure 3 and then put into the sealing groove of the socket .

  For the gasket with larger size (> DN800), it shall be bent into the shape as shown in Figure 

4 and then put into the sealing groove of the socket.

  When the gasket is put into the socket, impose radial force to keep it fully into the 
groove of socket.

安装密封胶圈

 Installation of gasket

（a）DN ≤ DN800 

（胶圈安装示意图）
(Figure of gasket Installation)

（检查确保胶圈紧贴承口槽）
(Check and ensure the gaskets cling to the groove of socket)

（b）DN ＞ DN800
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  (2) Lubricate the working surfaces of gasket and the spigot of another pipe.

  Different tools can be used to install in view of specifications of ductile iron pipes:

  Simple tools, like crowbar can be used for the pipes below DN150. Hardwood must be 

used to protect between the crowbar and the socket surface. 

  

（2）在胶圈的工作表面及另一支管子的插口工作面上涂润滑油。

  针对不同规格的球铁管，可以采用不同的安装工具：

 DN150 及以下规格的管子可采用撬棍等简易工具进行安装，撬棍和承口端面间须加硬木

块防护。

  DN200 及以上规格的管子可以用钢丝绳和倒链或螺纹钢加专用钩头等工具进行安装（钢丝

绳、螺纹钢及倒链与管子接触的部位应垫柔性材料进行保护，以免损伤管体及其内外壁涂层。 ）         

不同规格球铁管安装时所需的倒链吨位及倒链数量见下表。 

  注意事项：若安装时使用两个及以上倒链，则倒链的位置应该沿管子周向均匀分布。

（涂刷润滑油示意图）
(Figure Application of lubricant)

（挖掘机安装示意图）
(Figure  installation with an excavator)

（DN80 ～ DN150 安装示意图）
(Figure  Installation of pipes of DN80~DN150)

球墨铸铁管连接允许偏转角
Allowable Joint deflection of Ductile Iron Pipes

  Tools like steel cable and guide chain can be used for installation of pipes above DN200 (the 

contact between the steel cable or guide chain and pipes shall be protected by a flexible materials , 

so as to avoid damage to the pipe body and both internal and external coatings.)

  for the tonnage and quantity of guide chains for installing ductile iron pipes of different 

specifications.

  If two or more guide chains to be used during installation, the position of guide chains should 

uniform distribution along the pipe.

公称直径
DN

（mm）

最大偏转角度
The maximum 

deflection angle
(° )

工程设计用角度
The angle for 

engineering design
(° )

DN80 ～ DN300 3.5 2.5

DN350 ～ DN600 2.5 1.5

DN700 ～ DN2000 1.5 1
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管子的首选等级和其他等级

 Dimensions of preferred and other classes of pipe

最新标准 LATEST STANDARDS      
 ISO2531: 2009 & BS EN545: 2010

规格
DN

外径
External Diameter

壁厚等级
Nominal wall thickness

(mm)

数值
Nominal

公差
Limit 

deviations
C 20 C 25 C 30 C 40 C 50 C 64 C 100

80 98 +1/-2.7 4.4 4.4 4.4 4.8

100 118 +1/-2.8 4.4 4.4 4.4 5.5

125 144 +1/-2.8 4.5 4.5 4.8 6.5

150 170 +1/-2.9 4.5 4.5 5.3 7.4

200 222 +1/-3.0 4.7 5.4 6.5 9.2

250 274 +1/-3.1 5.5 6.4 7.8 11.1

300 326 +1/-3.3 5.1 6.2 7.4 8.9 12.9

350 378 +1/-3.4 5.1 6.3 7.1 8.4 10.2 14.8

400 429 +1/-3.5 5.5 6.5 7.8 9.3 11.3 16.5

450 480 +1/-3.6 6.1 6.9 8.6 10.3 12.6 18.4

500 532 +1/-3.8 6.5 7.5 9.3 11.2 13.7 20.2

600 635 +1/-4.0 7.6 8.7 10.9 13.1 16.1 23.8

700 738 +1/-4.3 7.3 8.8 9.9 12.4 15.0 18.5 27.5

800 842 +1/-4.5 8.1 9.6 11.1 14.0 16.9 21.0

900 945 +1/-4.8 8.9 10.6 12.3 15.5 18.8 23.4

1000 1048 +1/-5.0 9.8 11.6 13.4 17.1 20.7

1100 1152 +1/-6.0 10.6 12.6 14.7 18.7 22.7

1200 1255 +1/-5..8 11.4 13.6 15.8 20.2

1400 1462 +1/-6.6 13.1 15.7 18.2

1500 1565 +1/-7.0 13.9 16.7 19.4

1600 1668 +1/-7.4 14.8 17.7 20.6

1800 1875 +1/-8.2 16.4 19.7 23.0

2000 2082 +1/-9.0 18.1 21.8 25.4

2200 2288 19.8 23.8

2400 2495 21.4 25.8

2600 2702 23.1 27.9
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T 型接口 DN80~1600 球墨铸铁管的重量（K9 级）

K 型接口 DN1400~2600x8000mm 球墨铸铁管的重量（K9 级）

 The weight of push on T-type joint DN80 -DN1600 Ductile Iron Pipes( K9)

 Weight of Mechanical joint K-Type joint DN1400-DN2600x 8000mm

规格
Nominal 

Dia.

DN(mm)

插口外径
DE(mm)

壁厚
e(mm)

承口重量
socket 
weight
(kg)

直管重量
unit weight

(kg)

标准工作长度 8 米
总重量

total weight
(kg)

1400 1462 17.1 265.8 547.2 4643

1500 1565 18.0 198.8 616.7 5232

1600 1668 18.9 375.4 690.3 5898

1800 1875 20.7 490.6 850.1 7291

2000 2082 22.5 626.4 1026.3 8837

2200 2288 24.3 784.2 1218.3 10531

2400 2495 26.1 1108.0 1427.2 12526

2600 2702 27.9 1295.0 1652.4 14514

规格
Nominal 

Dia.
DN(mm)

插口外径
DE(mm)

壁厚
e(mm)

承口重量
Socket 
weight

(kg)

直管重量
Unit weight 
of straight 

pipe
(kg)

管标准总重量
Weight of pipe
(6m)         (8m)

80 98 6.0 3.4 12.2 77 -

100 118 6.0 4.3 14.9 95 -

125 144 6.0 5.7 18.3 119 -

150 170 6.0 7.1 21.8 144 -

200 222 6.3 10.3 30.1 194 -

250 274 6.8 14.2 40.2 255 -

300 326 7.2 18.6 50.8 323 -

350 378 7.7 23.7 63.2 403 -

400 429 8.1 29.3 75.5 482 -

450 480 8.6 38.3 89.7 575 -

500 532 9.0 42.8 104.3 669 -

600 635 9.9 59.3 137.3 882 -

700 738 10.8 79.1 173.9 1123 -

800 842 11.7 102.6 215.2 1394 -

900 945 12.6 129.9 260.2 1691 -

1000 1048 13.5 161.3 309.3 2017 -

1100 1152 14.4 194.7 362.8 2372 -

1200 1255 15.3 237.7 420.1 2758 3599

1400 1462 17.1 385.3 3669 4763

1600 1668 18.9 526.0 4668 6048
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电话 Tel：0358-3019069
地址：山西省吕梁市文水县东庄工业园
Factory address: Dongzhuang Industrial Park, 
Wenshui County, Shanxi Province, China
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Sales Network
铸管销售网络
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