
Sistemas de filtración para agua con altos grados de 

contaminación, como el Arsénico, Hierro-Manganeso, 

materiales orgánicos, algas, turbiedad y color. 

Diámetro de cuerpo de 12" a 120"
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Filter Information  

Filter Type F6025-3” Multi Media Filter   

Vessel Diameter 620 mm (25”) 

Cylindrical Height 1500 mm 

Maximum allowed  Pressure 3 bar (45 PSI) 

Filtration Area (per unit) 0.3 m2 

Inlet/Outlet  3” Flanged ANSI Class 150 

Manhole: Superior, Inferior & 

lateral 
18” flanged with handles 

Design  According to ASME code VIII div. I. 

2 

Construction Materials 

Vessel Body Carbon Steel  SA512 

Internal Coating NSF61 , 3 layers 

External Coating Epoxy coated  3 layers 

Filter element  PP, 0.5 mm slots 

Temperature Up to 65⁰C 

Other Parts Yamit’s standard  
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Documentation 

S Design and calculation according to ASME code 

S Pressure Tests according to ASME code 

S Painting tests NSF 61 

S Certificate of material  according to ASME code 

S 100% Visual Control 

S Factory acceptance test 

S Technical description, data sheets, spare parts list 
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Item Description 

1 Body High Media Filter 

2 Manifold Diffuser 

3 Filter nozzle 

4 Screw anchor 

5 Cover 18” FL BL + Handle 

6 Cover 18” FL BL + Handle + 1” Soc 

7 Ball Valve  

8 Air valve  
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Parts & Dimension 


